
1. Description
An acrylic emulsion adhesive, which is designed to give a high bond 
strength, strong initial tack and a long open time. it is protected against 
bio-degradation. 

For securing floor coverings from Amtico international onto sound, 
smooth, dry sub-floor of concrete including ones with a power floated 
surface finish; terrazzo; granolithic; sand/cement screed, smoothing 
underlayments, plywood and many other substrates that have been 
suitably prepared. Asphalt and waterproof membranes must be prepared 
using a minimum of 3mm of the appropriate smoothing underlayment.

2. restrictions
For areas that are subject to large variations in temperature (e.g. 
conservatories or adjacent to sunny windows) or where under-floor 
heating is installed, Amtico international Ht Adhesive should be used. in 
wet areas such as shower rooms, Amtico international Universal 2-part 
Adhesive is recommended. We recommend that the installed floor should 
not be allowed to cool below 13°c during its’ service life.

3. For instAlling
Amtico Design tiles.

4. stAnDArDs
All aspects of the installation of floor coverings should be in accordance 
with the requirements of the relevant British standard code of practice 
i.e. Bs 8203 (installation of resilient floor coverings) and supplementary 
specifications.

5. prepArAtion
proper subfloor preparation is essential for the correct installation of any 
floor covering. subfloors must be sound, smooth, dry and free from any 
contaminants which will affect adhesion. tiles, adhesive and subfloor 
should be allowed to stabilise to a constant temperature as close as 
practical to room temperature, but in all cases between 18°c and 27°c 
for a period of 24 hours before, during and 24 hours after installation. 
tiles must be stored flat.

6. DAmp Floors
these should be allowed to dry to an acceptable level (see Bs8203) or 
treated with a surface-applied damp proof membrane.

7. smootHing
Use the appropriate smoothing underlayments.

8. priming
on very absorbent surfaces use a suitable primer.

9. tecHnicAl cHArActeristics

colour off-White

consistency Viscous liquid

specific gravity 1.19

Flash point not Applicable

coverage Approximately 4m2 per litre using an A2 trowel, 
depending on the condition and 
absorbency of the subfloor.

open time Up to 60mins, depending on 
temperature, and absorbency of 
subfloor.

storage to avoid damage store at 
temperatures between 5°and 
30°c.

shelf life 12 months in unopened 
containers, stored under good 
conditions.

packages 15 litres, 5 litres and 2.5 litres.

10. tools
euro A2 ‘V’ notched trowel. 45kg flooring roller. tools should be cleaned 
with water while the adhesive is still wet.

11. ApplicAtion
stir adhesive well before use.

Holding the trowel at an angle of 60°, spread the adhesive evenly over 
an area of subfloor that can be covered whilst the adhesive remains 
receptive and gives good transfer.

on absorbent surfaces – leave the adhesive for approximately 10 
minutes before placing the flooring.

non-absorbent surfaces – to reduce the potential for sliding, allow the 
adhesive to partially dry to a firm tack before laying the floor covering.

lay the floor covering into the adhesive and press from the centre 
outwards to ensure overall contact with the adhesive. roll with the 45kg 
flooring roller, from end to end and side to side to ensure overall contact 
paying particular attention to the tile edges. 30 minutes later when the 
floor has been completely covered roll as necessary to ensure overall 
contact is maintained.

remove any adhesive from the face of the tile with a cloth moistened 
with Amtico international Adhesive remover.

12. precAUtions
the finished floor should be protected from point loads and heavy traffic 
for 24 hours after installation.

tiles may be damp mopped 24 hours after installation.

13. HeAltH AnD sAFety ADVice
obtain the relevant material safety Data sheets and follow the advice 
given.

ensure adequate fresh air ventilation during and after use.

Avoid prolonged contact with skin, use barrier cream or gloves for the 
hands. in case of contact with eyes, mouth or nose, wash with water and 
obtain medical attention.

if spilled, remove and dispose of in accordance with national and local 
regulations for waste materials.
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